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Onnline kura-allas

Onnline kura-allas poistaa hiekan kengista pelkastaan
pyyhkimalla tai reilusti pesemalld. Kura-altaan kumi-
alumiinimatto ei ole liukas lumesta eikd vedestd ja on
sukka- seka tassuystavallinen pehmean EPDM-kumin
ansioista.

Kumi-alumiinimatto on musta ja se on kestoltaan erittain
pitkaikainen, normaalikaytdssa vahintaan 10 vuotta.

RST-lattia-altaassa on irrotettava sakkakuppi, joten
hiekka ei mene viemariin ja on helposti puhdistettavissa.
Liitéanta on tehty suoraan muovikaivon vakiomittaan

LK @ 150 mm, muovikaivon kantta voi kayttaa altaassa
olevan sakkakupin peitoksi.

Kura-altaan voi sijoittaa joko sisa- tai ulkotiloihin.
Ulkotiloissa viemarasinnin voi tehda vaikkapa imeytys-
kaivoon.

Koodi Koko

3314833 400x600 mm
3314836 500x800 mm
3314839 600x1200 mm
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Onnline smutsfalla

Onnline smutsfalla avlagsnar sand frén skorna genom

att bara torka, eller genom en ordentlig tvatt med vatten.
Gummi-aluminiummattan blir inte hal av vatten eller sno
och &r tack vare sitt mjuka EPDM-gummi vanlig mot saval
strumpor som tassar. Gummi-aluminium-mattan ar svart
och har mycket lang livslangd, i normalt bruk minst 10 ar.

Golvkaret i rostfritt stal har en lGstagbar slamkopp som
samlar upp sanden och ar enkel att rengora.
Smutsfallan ansluts direkt till en plastgolv-brunn av
standardmatt LK @ 150 mm. Plastgolvbrunnens lock kan
anvandas som lock for slamkoppen.

Smutsfallan kan placeras inomhus eller utomhus.
Utomhus kan avloppet t.ex. dras till en sedimenterings-
brunn.

Kod Storlek

3314833 400x600 mm
3314836 500x800 mm
3314839 600x1200 mm
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Onnline Floor Drain

The Onnline floor drain removes dirt from your shoes just
by wiping or washing with plenty of water. The rubber/
aluminium mat in the sink won't become slippery with
snow or water. Because of the soft EPDM rubber, it is
also gentle on socks and paws. The black rubber/
aluminium mat is durable, lasting a minimum of

10 years in normal use.

The stainless steel sink includes a detachable, easy to
clean catch basin, which prevents dirt from running into
the sewage system. The catch basin can be connected
directly to a standard-size LK @ 150 mm plastic floor
drain. The drain cover can be used to cover the catch
basin in the sink.

The floor drain can be installed either inside or outside.
When used outside, it can be connected to the leach pit or
other drainage system.

Code Dimensions

3314833 400x600 mm
3314836 500x800 mm
3314839 600x1200 mm
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